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MX-Bus 
TerminatorMX Cable

MX -
Terminator

SC-4 
Chassis

UTAH-400 
Frame

UTAH-400 
Frame

T T

MX-Bus Loop Through
Connect to one of the 

MX-bus connections on 
the SC-4 or another 

router frame. Both MX 
ports must be 

terminated, either on 
the SC-4 or at the 

router chassis. 
Maximum length of 300 

feet.
See block diagram 
below for a typical 

installation.

Power cablePower Supply 
Communications 

Connection Monitor matrix 
digital out

Unused

Unused

Connections for a 20mA dry 
Alarm relay closure that denotes 

a problem with Power, Temp, 
Fans and/or a Board Failure.

Unused

Unused

Input 000

Input 007

Input 287

Input 280Output 280

Output 287

Output 007

Output 000
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Level and Offset 
frame assignment 

dipswitch

Customer 
Service

800-447-7204



Wednesday, March 11, 2009

Page 2

O
ut

pu
t S

lo
ts

(S
ee

 s
ilk

-s
cr

ee
n 

fo
r n

um
be

rin
g)

In
pu

t S
lo

ts
(S

ee
 s

ilk
-s

cr
ee

n 
fo

r n
um

be
rin

g)

Inputs 000-007

inputs 280 - 287

Outputs 280 - 287

Outputs 000 - 007

Power Supply Modules: two modules are required to power the frame and may 
be installed in any of the 4 slots. Blank covers are installed over empty slots.

Power Supply frame

Primary Crosspoint 
Card and slot

Redundant 
Crosspoint 
Card slot
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Crosspoint 
modules are 

installed here.

SW-1
Position 1 – On for Primary 

Crosspoint card installed in the left-
hand slot; Off for the redundant card 

installed in the right-hand slot.

Positions 2-6 & 8 are not used.

Position 7 – Bypass; turn Off for 
normal operation.

De-Bug port; Only functional on 
the “Active” crosspoint card.

SG ACT: flashes to indicate 
communication bus is active.

REDUN: is illuminated on the 
redundant crosspoint card. It is Off 
on the active card.  

R_Act: Toggles between an active pair 
of crosspoint cards indicating they are 
communicating. Failure to toggle 
between a pair indicates a failure of the 
card on which the LED does not light.

RESET: Pressing this switch on the 
“Active” card causes the redundant 
card to become active.

EN_ACT: ethernet not currently 
supported. LED will be off.

EN_LINK: ethernet not currently 
supported. LED will be off.

1.2V Fail

3.3V Fail

5V Fail

Green = Power okay

3.3V Test Point

GND Test Point

5V Test Point


