SC-40 Rear View N _EE Utah Scientific

Alarm Pin Outs:
U-Net connector is 1-ALMO,
attached to U-Net 2-ALM 1
based control panels 3-ALM2
i ical CAT-5 _
cZijI:atynglf:minate d E-Net port connects SC-40 to 4-ALM3
. . local network via typical CAT-5 >~ SMPTE 0
with the supplied U- 9 — SMPTE, 6,7,8 - GND
N ; cable. , 0,7,
et terminators.
Maximum cable
length of 1000 feet.

SMN1NI001 54

MX-Bus connects to MX bus connections

on router frames. Both ports must be

Sync source must be analog terminated, either on the SC-400/MX-

— - black burst or analog tri-level Lator or router chassis. Total maximum

F sync. DO NOT connect SDI length of 300 feet.
reference signalsv Serial Port Pin Outs:

RS-232 RS-422
1 - NA 1-N/A
2-TXD 2-TX-
3-RXD 3 -RX+
4- NA 4 -N/A
5-GND 5-GND

MX-Bus MX-Bus 6- NA 6-N/A
Terminator Cable 7- NA 7-TX+
8-NA 8 - RX-
9- NA 9-N/A

Customer
Service
800-447-7204



SC-40 Front View (W= Utah Scientific

Debug Port:

Connect using 9 pin — RJ-45 adapter labeled SC-4/2020
Pin 3RXD - Pin 7 TXD

Pin 2 TXD - Pin 1 RXD

Pin 5 GND - Pin 4 GND

Settings: 19.2K baud, 8, 1, None
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